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Item Mfg Listed Standard  Organization Standard Title Type

Animal Repellants No Results

ASTM D130 ASTM International D130 Standard Test Method for Corrosiveness to 

Copper from Petroleum Products by Copper Strip Test

Test Method

ASTM D665 ASTM International D665 Standard Test Method for Rust-Preventing 

Characteristics of Inhibited Mineral Oil in the Presence 

of Water

Test Method

ISO 32 International Organization for 

Standardization

Calibration in analytical chemistry and use of certified 

reference materials

Test Method

Vickers I-286-S Eaton Tests for pump wear Test Method, Performance 

Standard

ATCC Biosafety Level 1 American Type Culture 

Collection

Minimal potential for causing diseases in humans, 

plants, animals and aquatic life

Performance Standard

VOCs: California Air 

Resources Board 

Method 310

California Air Resources 

Board

VOCs Performance Standard

Compost Activators 

and Accelerators

No Results

ASTM D3505 ASTM International D3505 Standard Test Method for Density or Relative 

Density of Pure Liquid Chemicals

Test Method

ASTM E70 ASTM International E70 Standard Test Method for pH of Aqueous Solutions 

With the Glass Electrode

Test Method

Boeing D6-17487P Boeing Boeing Spec D6-17487P For Aircraft Exterior & General 

Cleaning

Performance Standard

EPA 560/6-82-003 Enviromental Protection 

Agency

Describes methods for performing testing of chemical 

substances under the Toxic Substances Control Act

Test Method

EPA 601 Enviromental Protection 

Agency

Purgeable Halocarbons Other

EPA 602 Enviromental Protection 

Agency

Purgeable Aromatics Other

Cuts, Burns, and 

Abrasions 

Ointments

No Results

536A Federal Test Method 

Standard

SOAP AND SOAP PRODUCTS (INCLUDING 

SYNTHETIC DETERGENTS) SAMPLING AND 

TESTING

Test Method

Bath Products

Concrete and 

Asphalt Cleaners

Dishwashing 

Products

Bioremediation 

Materials



Anthrax A manufacturer has indicated that their dishwashing 

detergent was tested for anthrax but has not specified 

an industry standard test

Note

Bacteria Inhibitory A manufacturer has indicated that their dishwashing 

detergent was tested for bacteria inhibition but has not 

specified an industry standard test

Note

Boeing D6-7127 Boeing Boeing D6-7127 "Cleaning Interiors of Commercial 

Transport Aircraft"

Test Method, Performance 

Standard

Chlorine Equal A manufacturer has indicated that their dishwashing 

detergent was tested for cholrine equal but has not 

specified an industry standard test

Note

Clean Air South Coast Air Quality 

Management District

The South Coast Air Quality Management District 

hereby certifies the above product as a "Clean Air 

Solvent".

Performance Standard

Navsea 6840 US Navy U.S. Navy surface ship (non-submarine) authorized 

chemical cleaning products and dispensing systems

Performance Standard

AASHTO: M288-96 American Association of 

State Highway and 

Transportation Officials

Geotextile Specifications Performance Standard

ASTM D1388 ASTM International D1388 Standard Test Method for Stiffness of Fabrics Test Method

ASTM D1777 ASTM International D1777 Standard Test Method for Thickness of Textile 

Materials

Test Method

ASTM D2974 ASTM International D2974 Standard Test Methods for Moisture, Ash, and 

Organic Matter of Peat and Other Organic Soils

Test Method

ASTM D3776 ASTM International D3776 Standard Test Methods for Mass Per Unit Area 

(Weight) of Fabric

Test Method

ASTM D4354 ASTM International D4354 Standard Practice for Sampling of Geosynthetics 

for Testing

Test Method

ASTM D4595 ASTM International D4595 Standard Test Method for Tensile Properties of 

Geotextiles by the Wide-Width Strip Method

Test Method

ASTM D5035 ASTM International D5035 Standard Test Method for Breaking Force and 

Elongation of Textile Fabrics (Strip Method)

Test Method

ASTM D5261 ASTM International D5261 Standard Test Method for Measuring Mass per 

Unit Area of Geotextiles

Test Method

ASTM D586 ASTM International D586 Standard Test Method for Ash in Pulp, Paper, and 

Paper Products

Test Method

ASTM D6400 ASTM International D6400 Standard Specification for Compostable Plastics Performance Standard

ASTM D6459 ASTM International D6459 Standard Test Method for Determination of 

Erosion Control Blanket (ECB) Performance in 

Protecting Hillslopes from Rainfall-Induced Erosion

Test Method

Erosion Control 

Materials



ASTM D6460 ASTM International D6460 Standard Test Method for Determination of 

Rolled Erosion Control Product (RECP) Performance in 

Protecting Earthen Channels from Stormwater-Induced 

Erosion

Test Method

ASTM D6475 ASTM International D6475 Standard Test Method for Measuring Mass Per 

Unit Area of Erosion Control Blankets

Test Method

ASTM D6524 ASTM International D6524 Standard Test Method for Measuring the 

Resiliency of Turf Reinforcement Mats (TRMs)

Test Method

ASTM D6525 ASTM International D6525 Standard Test Method for Measuring Nominal 

Thickness of Permanent Rolled Erosion Control 

Products

Test Method

ASTM D6566 ASTM International D6566 Standard Test Method for Measuring Mass per 

Unit Area of Turf Reinforcement Mats

Test Method

ASTM D6567 ASTM International D6567 Standard Test Method for Measuring the Light 

Penetration of a Turf Reinforcement Mat (TRM)

Test Method

ASTM D6575 ASTM International D6575 Standard Test Method for Determining Stiffness 

of Geosynthetics Used as Turf Reinforcement Mats 

(TRMs)

Test Method

ASTM D6818 ASTM International D6818 Standard Test Method for Ultimate Tensile 

Properties of Turf Reinforcement Mats

Test Method

ECTC TASC 00197 Erosion Control Technology 

Council

manual of common terminology and recommended 

index testing standards

Test Method

ASTM D4488 ASTM International D4488 Standard Guide for Testing Cleaning 

Performance of Products Intended for Use on Resilient 

Flooring and Washable Walls

Test Method

ASTM D5343 ASTM International D5343 Standard Guide for Evaluating Cleaning 

Performance of Ceramic Tile Cleaners

Test Method

Hair Care Products No Results

Interior Paints and 

Coatings 

No Results

Oven and Grill 

Cleaners

No Results

Slide Way 

Lubricants

ASTM D2161 ASTM International D2161 Standard Practice for Conversion of Kinematic 

Viscosity to Saybolt Universal Viscosity or to Saybolt 

Furol Viscosity

Test Method

ASTM D2270 ASTM International D2270 Standard Practice for Calculating Viscosity Index 

From Kinematic Viscosity at 40 and 100°C

Test Method

ASTM D2782 ASTM International D2782 Standard Test Method for Measurement of 

Extreme-Pressure Properties of Lubricating Fluids 

(Timken Method)

Test Method

ASTM D2783 ASTM International D2783 Standard Test Method for Measurement of 

Extreme-Pressure Properties of Lubricating Fluids (Four-

Ball Method)

Test Method

Floor Cleaners and 

Protectors



ASTM D287 ASTM International D287 Standard Test Method for API Gravity of Crude 

Petroleum and Petroleum Products (Hydrometer 

Method)

Test Method

ASTM D445 ASTM International D445 Standard Test Method for Kinematic Viscosity of 

Transparent and Opaque Liquids (and Calculation of 

Dynamic Viscosity)

Test Method

ASTM D5864 ASTM International D5864 Standard Test Method for Determining Aerobic 

Aquatic Biodegradation of Lubricants or Their 

Components

Test Method

ASTM D665 ASTM International D665 Standard Test Method for Rust-Preventing 

Characteristics of Inhibited Mineral Oil in the Presence 

of Water

Test Method

ASTM D92 ASTM International D92 Standard Test Method for Flash and Fire Points by 

Cleveland Open Cup Tester

Test Method

ASTM D97 ASTM International D97 Standard Test Method for Pour Point of Petroleum 

Products

Test Method

ASTM D4236 ASTM International D4236 Standard Practice for Labeling Art Materials for 

Chronic Health Hazards

Other

ASTM D963 ASTM International D963 Specification for Copper Phthalcoyanine Blue 

Pigment

Performance Standard

Thermal Shipping 

Containers


